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Safety + Precautions + Warranty

Thank you for your purchase of the UV Curing Systems GWT. In order to use the system
correctly, please read this section carefully before use.

Safety Precautions | Please use the following precautions to prevent injuries and
accidents

In order to use the system correctly, read this manual carefully before installation,

operation, or inspection. Make sure you have good knowledge of the device, safety

information, and these precautions before use.

This manual classifies safety precautions into two categories: Danger and Warning.
Danger: Incorrect handling could result in death or serious injury.

Warning: Incorrect handling could result in serious injury or property damage

Danger

e Do not subject the eyes or skin to direct or strongly reflected light when the lamp
is on. When operating. The ultraviolet light generated by the system includes
ultraviolet light with extremely short wavelength, which could induce inflammation
(sunburn)if the skin is exposed to it directly, or its reflection. In the case of the eyes,
exposure over time (several hours) will cause burning and watering, and the
person exposed will not be able to maintain them open.

the person exposed will not be able to maintain them open.

Warning

e Before repairs or calibration, turn off the power (black button), and unplug the

power cord.

e The system is charged with high voltage. Do not operate the device with charged

parts exposed, or repair or calibrate the device with the power turned on. Doing so

could cause electric shock.

e Always plug into grounded outlet. Failure to do so could cause electric shock.

o Make sure the lamp is completely cooled (about 5 min. or more after the lamp is

turned off), then remove the cover before replacing the lamp never touch the lamp

while in use!. While the lamp is on, and immediately after it is turned off, it is very

hot and under high pressure. In this state, it could cause burning. If the lamp

breaks, flying shards of glass could cause injury.

® Do not dismantle or modify the system. Doing so could cause fires or electric shock.

o When unplugging the power cord, be sure to grasp both sides of the plug firmly,

and pull out by the plug. Pulling on the cord could break the cord, causing electric

shock.

o Do not use the system if the power cord or plug is damaged, or the outlet

connection is loose. Doing so could cause electric shock or a short-induced fire.

e Keep the power cord unplugged when the system is not in use. Failure to do so
could cause deterioration of the insulation, leading to electric shock or electric
leakage and fire.

Warranty and compensation for production

Warranty:

Any failures that occur within 1 year of delivery, under conditions of normal use, will be
repaired free of charge. This does not apply, however, if the failure was the fault of the user,
or due to normal wear.
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Please check the contents of your package. lusansaagavgilnsaifiugruninnnias
NUAILAZRIAIY
Main unit GWS maiAsas User’s manual guide book (afian1sl4deu)
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‘ 3 ‘ Function of Each Part faguneilunn

Timer Irradiation(Digital) Insdinadnuuniian @ usuLARzA5I Power Switch On/Off

auiles ta

Press to set the timer (“Time” LED lights) To turn the power on, Press in the up
position.

To turn the power off, Press in the
down position.

(Color of switch may vary)

Fan WAAX To turn the fan on, Press in the up position. To turn the fan off press down

position. tiasaINs tila-ila Wasw linanila.

’ 4 ‘ Assembly dunaunsisznaufudn

4.1 Installing the lamp nmsusznauvaanln

Please follow the instruction on the paper inside the box from UV Lamp.
TilfiRmauanaisuuy lundaawaanl
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Warning: Do not touch the lamp without bare hands. Use clean
gloves or gauze when installing the lamp.
limsisznaunaanlipiaiialan Arssangeiiaanzlsznay nAse

4.2 Connecting Power cord #ianisnisilsznauansiv




‘ 5 ‘ Specifications puaniin

Device Name | GWT UV CURING
Input Power 220V 50/60Hz
UV Lamp 400W 10A (1,000 hour)

External dimensions 30cm.x30cm.x43cm.

Main-unit mass About 15 kg.

6 ‘ Start Operation Fusilfau

next

Press timer for setting the time for 2-3 minute. nails ndwa%agiiay 2-3
(WAUATUNATUNY) LAZUNNTUNUTTIAMNIUY AFINNT0BY 2 581 FRUAE 2-3 UNTI
WAENAUTNS (szMdInan1sausauyt 2 vsaanaiu LwniAeas 5 wnil Lﬁ@ﬁmmqmi’l{i
uanwaanl waziaasad) anduliundunuiuriwalssann B3An s
nmaﬁqmmmmw%yumumﬂ’lum?m

Warning: 4anq95294

As arule of thumb, the lamp should be turned on no more than 2-3 minute
intervals per time. lsiasnalndianad snndnae 3 (nanily awinduaui
aunlun) WnLASas 5 und aNiuAREaLIAT)

Turn on switch(UV light turn on), then the machine is will be starting to
work, until finish setting time, and will automatically turn off the light.
When cycle complete unit contents must cool down after curing. 1&auilan
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nuuAaeNAlNaRilln LATEIRETNIUNUT WATAEALAUTILNAATLNIUUALIATTIAS
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vL'J"l’]ﬂvLVlNLN’f]‘E LNAAULATA LATRNALLTN LA URINRINITRLLATA.

Turn off switch for “COOLING” UV “LAMP” only after 3-5 minutes has
lapsed. Winadsdlagdannass uasldauiada uasan 3-5 unii.dwlal.

Warning: 4an255234
Let lamp cool down for 5 minutes or until it'’s cool before operating the

- ' 0% Y a - v o 3 . P
curing Cycle. ﬂa@ﬂluua@mﬂumm 5 UIN. T2 "lvlmmsmmumnau LAIABUN

nsanangansanatl.

Warning: Do not leave the lamp on for prolonged periods while the cover is off.
Doing so could cause the lamp or system to overheat and break.

Important!

In order to avoid damage:

Perform periodic system cleaning about once a month. Dust or other foreign
matter could cause fires or impact lamp cooling.
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